CONTRACT NO. 80B35

= 9/12/2606 |
FILE NAME = oi\proJeots\dI32206\design_adgn

PLOT SCALE = 50.2098 ‘ / IN.

USER NAME

= hamdanah

PLOT DATE

Fhb1 secTion COUNTY | JOTAL [SHEET

RTE. SHEETS
3730 | 3268-Z-W-1-RS COOK 13 4
STA, TO STA.

FED. ROAD DIST. %0. [ILLINOIS | FED. AID PROJECT

20° TO 26’ AND VAR. \‘ VAR, 16° TO 4' [ 20’ TO 26’ AND VAR.

—

EGEND:

EXISTING COMBINATION CURB & GUTTER, B-6.12

EXISTING P.C.C. BASE COURSE, 9~

PROPOSED BITUMINOUS SURFACE REMOVAL, 2 1/4 ”

EXISTING BITUMINOUS SURFACE AFTER MILLING, * 374

PROPOSED BITUMINOUS CONCRETE SURFACE COURSE,

SUPERPAVE, MIX D, N70, 1 1/2 "

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD), SUPERPAVE, IL-4.75,
N50, 3/4"

EXISTING MEDIAN

EXISTING SIDEWALK
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ILL-1 (HALSTED STREET)
EXISTING TYPICAL SECTION
FROM STA. 93+49 TO STA. 112+82
AND
FROM STA. 131454 TO STA. 145+49

BITUMINOUS MIXTURE REQUIREMENTS

MIXTURE USES AC/PG RAP % MAX | DESIGN AIR VOIDS
BITUMINOUS CONCRETE SURFACE .
COURSE, SUPERPAVE, MIX “D”, N70, 1 1/2" PG 64-22 10 4% @ 70 GYR
20° TO 26’ AND VAR, ‘ VAR. 16’ TO 4 | 20° TO 26’ AND VAR.

POLYMERIZED LEVELING BINDER (MACHINE METHOD), .
SUPLRPAVE. TLoa7s, NGO, 3/2v E METHOD) | sBs/SBR PG 76-28/22 15 4% & 50 GYR

¢ BITUMINOUS REPLACEMENT OVER PATCHES, . 4% ® 70 GYR

| v PG 64-22 15 e

| CLASS D PATCHES, BINDER IL-19MM PG 64-22 15 4% @ 70 GYR

[ ‘] _______ - THE UNIT WEIGHT USED TO CALCULATE ALL BITUMINOUS
t 4 | CONCRETE SURFACE MIXTURES IS 112 IBS/SY/IN
_____ [—— G
ILL-1 (HALSTED STREET)
EXISTING TYPICAL SECTION
FROM STA. 93449 TO STA. 112+82
AND
FROM STA. 131454 TO STA. 145+49
REVISIONS
e BATE ILLINOIS DEPARTMENT OF TRANSPORTATION
NOTE: OMISSION FROM STA. 128+82 TO 131454 ILLINOIS - 1 (HALSTED STREET)
FROM 144th STREET TO 149+h STREET

TYPICAL SECTIONS AND
BITUMINOUS MIXTURE REQUIREMENTS
VERT.
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